257285
N | 0 0
vl DM-3-10N
: 0.200 ppm
DM-3-5N
Approximate location 0.062 ppm
of large metal tank e
0.490 ppm
DM-3-5E
12.0 ppm
DM-3-10E
, & —23.0 ppm
___DM-3-58
DM-3-10W_—§— 35.0 ppm
35.0 ppm DM-3-10S
DM-3-5W 94.0 ppm
4.50 ppm
Approximate location
of tanker trailer DM-2-10N
\ 66.0 ppm
DM-2-5N
49.0 ppm DM-2-C / DM-2-CD (Duplicate)
‘ 30.0 ppm / 73.0 ppm
. . DM-2-5E
® 14.0 ppm
00 0 00
. —~ DM-2-10E
48.0 ppm
. e
, DM-2-58
75.0 ppm
1 o OM-2-108
10.0 8.10 ppm
e RST sampling locations
50 oo Polychlorinated biphenyl concentrations 10 0 10 20 30 40 50 Feet

N Concrete wall

in parts per million (ppm)

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

Weston Solutions, Inc.
FEDERAL PROGRAMS DIVISION

Rusiuing Jesowce Hifiivoy

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. C

RST SITE PROJECT MANAGER: P. Potvin

FILE: D\DWG\DUANEMAR.APR




Z

DM-3-10N
0.200 ppm
DM-3-5N
Approximate location 0.062 ppm
of large metal tank \ LT
' 0.490 ppm
DM-3-5E
12.0 ppm
/ DM-3-10E
¢ & 230ppm
o DM-3-58
DM-3-10W_§— & 35.0 ppm
35.0 S
i | ~~._DM-3-108
DM-3-5W ERe e
4.50 ppm
Approximate location S
of tanker trailer DM-2-10N
\ 66.0 ppm
DM-2-5N
49.0 ppm DM-2-C / DM-2-CD (Duplicate)
30.0 ppm / 73.0 ppm
.. _ DM-2-5E
. @ - " 14.0 ppm
. : —®® e o0
oM-2-10W . ~— DM-2-10E
8.60 ppm _~48.0 ppm
A S,
{ - DM2-58
9!12!(-)2-5W 75.0 ppm
-0 ppm DM-2-108
8.10 ppm
@ RST sampling locations
- Polychlorinated biphenyl concentrations 10 0 10 20 30 40 50 Feet
P in parts per million (ppm)
/N Concrete wall
RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY
Viewion Sckeions. e US ENVIRONMENTAL PROTECTION AGENCY
FEDERAL PROGRAMS DIVISION REMOVAL SUPPORT TEAM
Rus'ony wsoucw iy CONTRACT # 68-W-00-113
IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,  [DRAWNBY: C. Metzger
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND EPA ON-SCENE COORDINATOR: J. Cosentino
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC. RST SITE PROJECT MANAGER: P. Potvin
FILE: D:\DWG\DUANEMAR.APR




DM-3-10N

0.200 ppm
N
DM-3-5N
Approximate location 0.062 ppm
of large metal tank R
0.490 ppm
DM-3-5E
12.0 ppm
, DM-3-10E
L 23.0 ppm
~ DM-3-58
DM-3-10W_—§— . 35.0 ppm
35.0 ppm S DM-3-10S
DM-3-5W 94.0 ppm
5.6 ppm
Approximate location
of tanker trailer DM-2-10N
\ 66.0 ppm
DM-2-5N /
49.0 ppm DM-2-C / DM-2-CD (Duplicate)
‘ 30.0 ppm/ 73.0 ppm
b DM-2-5E
® 14.0 ppm
= -9 0 6 ¢6
5.} &8 [ ° — DM-2-10E
10.0 ppm 48.0 ppm
@ =~
DM-2-58
DM-2-5W 75.0 ppm
T OM-2-108
3.10 ppm
0 10 20 30 40 50 Feet
T e
DM-.2-10N RST sampling locations
66.0 Polychlorinated biphenyl concentrations
’ in parts per million (ppm) RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY
Wheton Sclulions, Ic. US ENVIRONMENTAL PROTECTION AGENCY
FEDERAL PROGRAMS DIVISION REMOVAL SUPPORT TEAM

Westodng tmsouie | fizer -y

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin

FILE: DA\DWG\DUANEMAR APR




DM-3-10N

-

Approximate location

of large metal tank \

DM-3-10W_§—

35.0 ppm

Approximate location

of tanker trailer \

0.200 ppm

DM-3-5N
0.062 ppm

DM-3-C
' 0.490 ppm

DM-3-5E

12.0 ppm
DM-3-10E
23.0 ppm
~__DM-3-58
. 35.0 ppm
DM-3-10S
DM-3-5W 94.0 ppm
5.6 ppm
DM-2-10N
66.0 ppm
DM-2-5N
49.0 ppm

DM-2-C / DM-2-CD (Duplicate)
30.0 ppm / 73.0 ppm

_ DM-2-5E
~ 14.0 ppm
“Bazfow ~—— DM-2-10E
10.0 ppm 48.0 ppm
TN DM-2-58
DM-2-5W 75.0 ppm
10.0 ppm "
DM-2-108
8.10 ppm
0 10 20 30 40 50 Feet
e ™
DM-‘2-10N RST sampling locations
66.0 Polychlorinated biphenyl concentrations
’ in parts per million (ppm) RST SAMPLE LOCATIONS

DUANE MARINE SITE

PERTH AMBOY, NEW JERSEY

REHONNG emoiice | Ticker >y

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113

Weston Solutions, Inc.
FEDERAL PROGRAMS DIVISION

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin

FILE: DADWG\DUANEMAR APR




DM-3-10N
0.200 ppm
N
DM-3-5N
Approximate location 0.062 ppm
of large metal tank DM3C
0.490 ppm
DM-3-5E
12.0 ppm
/ DM-3-10E
.- ——23.0 ppm
B DM-3-5S
DM-3-10W_—§ - 35.0 ppm
350 ppm DM-3-10S
DM-3-5W 4.0 ppm
5.6 ppm
Approximate location
of tanker trailer DM-2-10N
\ 66.0 ppm
DM-2-C / DM-2-CD (Duplicate)
30.0 ppm / 73.0 ppm
¢ DM-2-5E
] - 14.0 ppm
. @ @ & 0@ —
OM210W . — . —— DM-2-10E
110.0 ppm 48.0 ppm
&
‘ ~ DM-2-58
DM-2-5W 75.0 ppm
10.0 oom
e DM-2-10S
8.10 ppm

0 10 20 30 40 50 Feet

DM-.2-10N RST sampling locations

66.0

in parts per million (ppm)

Polychlorinated biphenyl concentrations

e

RST SAMPLE LOCATIONS
DUANE MARINE SITE

PERTH AMBOY, NEW JERSEY

Westoning tessuice | tickerty

Weston Solutions, Inc.
FEDERAL PROGRAMS DIVISION

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY
REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113
DRAWN BY: C. Metzger
EPA ON-SCENE COORDINATOR: J. Cosentino
RST SITE PROJECT MANAGER: P. Potvin

FILE: D\DWG\DUANEMAR APR
——
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DM-3-10N

0.200 ppm
DM-3-5N
Approximate location 0.062 ppm
of large metal tank DM3-C
' 0.490 ppm
DM-3-5E
12.0 ppm
DM-3-10E
— 23.0 ppm
) DM-3-5S
DM-3-10W_—§— & 35.0 ppm
35.0 ppm DM-3-10S
DM-3-5W 94.0 ppm
5.6 ppm
Approximate location
of tanker trailer DM-2-10N
\ 66.0 ppm
DM-2-5N
49.0 ppm DM-2-C / DM-2-CD (Duplicate)
30.0 ppm / 73.0 ppm
b DM-2-5E
® 14.0 ppm
6M-2-10W —— DM-2-10E
10.0 ppm 48.0 ppm
T DM-2-58
DM-2-5W 75.0 ppm
10.0'pp OM-2-108
8.10 ppm
0 10 20 30 40 50 Feet
— — —
DM-.2-10N RST sampling locations
66.0 Polychlorinated biphenyl concentrations
' in parts per million (ppm) RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY
Weston Solutions, Inc. US ENVIRONMENTAL PROTECTION AGENCY
— FEDERAL PROGRAMS DIVISION msgésﬁw_u%g
IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC., DRAWNBY:_C. Metzger A
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND EPA ON-SCENE COORDINATOR: J. Cosentino
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC. RST SITE PROJECT MANAGER: P. Potvin
FILE: DADWG\DUANEMAR .APR




Area of detail:

20 40 Feet

DM-3-10N - RST sampling locations
0200 Contaminant concentration

PCBs
! Arsenic 22.9 SN

B Barium | 86.2J e
Cadmium 4083 T
chromium| 34.0 J \\\\
Lead 2070 N
Mercury 9.9 :
Selenium| R
Silver 3.4

DM-3-10W

PCBs 35.0

Arsenic 11.8

Barium 231 J

Cadmium 29.0

chromium| 59.8 J

Lead 1000

Mercury 0.95

Selenium| R

Silver 1.7 B

| ;
? DM-3-10N |
PCBs 0.200
Arsenic 22.6
|Barium 121 J
Cadmium 518
chromium | 51.3 J
Lead 3730
Mercury | 23.6
{Selenium| R |
| |silver 11.9

T
|
|

i

DM-3-5N
| T AMac |
| |PcBs 0.062 [ DM-3C
Arsenic | 43.1 —
Barium | 245 J  |peBs 0.490
{Cadmium 1080 //f Arsenic | 17.5
{Chromium| 154 J 7 Barium 89.6 J
Lead 10,000 / QCadmigm 352
\ Mercury | 53.1 Fa {chromium | 30.6 J
\ Selenium| R //’ Lead 1890
{Silver 12.5 / Mercury 9.0
\ : 4 l391en1um R
\ |silver 2.9
\ /
:
//,
/

L | DM-3-5E

PCBs I 12.0
|Arsenic 15.8
Barium 203 J
Cadmium 34,7
Chromium| 54.4 J
Lead | 1150
Mercury t.4

Y selenium| R

\ 8ilver 11.0

\\
\
\

DM-3-10E

PCBs .
Arsenic 32.6
]Barium 502 J
{Cadmium

15.1
Chromium| 144 J
Lead 1240

Mercury
Selenium
Silver

DM-3-58
PCBS 35.0
Arsenic 14.1
Barium 158 J \
cadmium | 180 g Note:
chromium| 61.0J \\
;:igur‘y 12 Tgo DM-3-10S | PCB r?nd metz-.:llrconcentrations are expressed
aalehiii| A . 0.0 in parts per million (ppm).
Silver 2.2 § . I el o
Arsenic | 21.4 'J' data qualifier indicates an estimated value.
Barium 324 J
Cadmium 21.9 ’ R T
s e ‘, 'B" data qualifier indicates results are between
vead e | the instrument detection limit and the contract
Mercury | 1.0 required detection limit.
Selenium| R
silver 1.3 B "R" data qualifier indicates the data were rejected.
ﬁ
|
Weston Solutions, Inc.
w— kTR FEDERAL PROGRAMS DIVISION REMOVAL SUPPORT TEAM

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC

US ENVIRONMENTAL PROTECTION AGENCY

CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

[RST SITE PROJECT MANAGER: P. Potvin

[FILE. D\DWG\DUANEMARAPR




]

Area of detail:

20 40 Feet

DM-3-5W
PCBs 5.6
Arsenic 22.9
Barium 86.2 J
Cadmium 403
Chromium| 34.0 J
Lead 2070
Mercury 9.9
Selenium| R
Silver 3.4

|

| DM-3-1ON |
PCBs 0.200
Arsenic 22.6
Barium 121 J
Cadmium 518
Chromium| 51.3 J
Lead 3730
Mercury 23.6
Selenium| R
Silver 11.9

DM-3-10W
PCBs 35.0
Arsenic 11.6
Barium 231 J
Cadmium 29.0
Chromium| 59.8 J
Lead 1000
Mercury | 0.95
Selenium| R
Silver 1.7 B

DM-3-10N RST sampling locations
0.200

Contaminant concentration

DM-3-5N
PCBs 0.062 DM-3-C .
Arsenic 43.1 ﬁ
Barium 245 J PCBs . 0.490 |
Cadmium 1080 Arsenic 17.5
Chromium | 154 J Barium 89.6 J
Lead 10,000 Cadmium 352
Mercury 53.1 Chromium| 380.6 J
Selenium| R p Lead 1890
Silver 12.6 / Mercury 9.0
Selenium| R
Silver 2.9
/
&
[ ] /
/ = DM-3-5E
PCBs 12.0
Arsenic 15.8
Barium 203 J
Cadmium 34.7
Chromium| 54.4 J
Lead 1150
Mercury 1.1
Selenium| R
Silver 11.0
DM-3-58
PCBs 35.0
Arsenic 14.1
Barium 158 J
Cadmium 180
Chromium | 61.0 J
Lead 1700
Mercury | 2.6 DM-3-108
Selenium| R PCBS 94.0
Silver 2.2 Arsenic 21.4
Barium 324 J
Cadmium 21.9
Chromium | 44.1 J
Lead 1140
Mercury 1.0
Selenium| R
Silver 1.3 B

Z

DM-3-10E
PCBs 23.0
Arsenic 32.6
Barium 502 J
Cadmium 15.1
Chromium | 144 J
Lead 1240
Mercury 1.1
Selenium| R
Silver 2.5

Note:

PCB and metal concentrations are expressed
in parts per million (ppm).

"J" data qualifier indicates an estimated value.
"B" data qualifier indicates results are between
the instrument detection limit and the contract
required detection limit.

"R" data qualifier indicates the data were rejected.

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

Weston Solutions, Inc,

US ENVIRONMENTAL PROTECTION AGENCY

FEDERAL PROGRAMS REMOVAL SUPPORT TEAM
Restonng esoutce | iciercy DIVISION CONTRACT # 68-W-00-113
IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC, | PRAWNBY: C. Metzger

INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin

FILE D\DWODUANEMAR APR



20

Area of detail:

20 40 Feet

{
PCBs 0.200
Arsenic 22.6
Barium 121 4
Cadmium 518
Chromium| 51.3 J
Lead 3730
Mercury 23.6
Selenium| R
Silver 11.9
DM-3-5W
PCBs 5.6
Arsenic 22.9
Barium 86.2 J
Cadmium 403 \
Chromium| 34.0 J
Lead 2070
Mercury 9.9
Selenium| R
8ilver 3.4
DM-3-10W .
PCBs 35.0
Arsenic 11.6
Barium 231 J
Cadmium 29.0
Chromium| 59.8 J
Lead 1000
Mercury 0.95
Selenium| R
8ilver 1.7 B

DM-3-10N. RST sampling locations
Contaminant concentration

0.200

DM-3-10N__|

Cadmium 21.9
Chromium | 44.1 J

Lead 1140
Mercury 1.0
Selenium| R
8ilver 1.3 B

DM-3-5N
PCBs 0.062 _M'C
A i 43.1 =t
"‘S?nlc PCBs 0.490
Barium 245 J .
i Arsenic 17.5
Cadmium 1080 oo ekl
Chromium| 154 J ar‘l\fm r
Cadmium 352
Lead 10,000 .
Chromium | 30.6 J
Mercury 53.1 o ta00
Selenium| R M::cury baes
s 12.5 .
il Selenium| R
\ // S8ilver 2.9
\. //
L o
. DM-3-5E
PCBs 12.0
b Arsenic 15.8
Barium 203 J
Cadmium 34.7
Chromium| 54.4 J
Lead 1150
Mercury 1.1
Selenium| R
Silver 110
DM-3-5S8
PCBs 35.0
Arsenic 14.1
Barium 158 J
Cadmium 180
Chromium| 61.0 J
Lead 1700
Mercury 2.6 DM-3-108
Selenium| R PCBs 94.0
Silver 2.2 Arsenic 21.4
Barium 324 J

-

DM-3-10E
PCBs 23.0
Arsenic 32.6
Barium 502 J
Cadmium 15.1
Chromium| 144 J
Lead 1240
Mercury 1.1
Selenium| R
Silver 2.5

Note:

PCB and metal concentrations are expressed
in parts per million (ppm).

"J" data qualifier indicates an estimated value.
"B" data qualifier indicates results are between
the instrument detection limit and the contract
required detection limit.

"R" data qualifier indicates the data were rejected.

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

Resonng tesource | ckercy

Woeston Solutions, Inc.

FEDERAL PROGRAMS DIVISION

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin

FILE. D\DWG\DUANEMAR APR




Z

DM-2-10N
/ PCBs 66.0
/ Arsenic 24.6
Barium 244 J
Cadmium 1.9
Chromium | 71.7 J
DM-2-5N \ Lead 1730 DM-2-C DM-2-C (Dup)
\ PCBSs 49.0 | |Meroury | 1.0 / |peBs 30.0 PCBS 73.0
Arsenic 25.2 Sﬁlenlu‘“ R v Arsenic 46.6 Arsenic 23.1
Barium | 332 J Silver 1.4 8 / Barium | 495 J | |parium | 239 J
1. Cadmium 2.4 Cadmium 1.9 Cadmium 2.2
Area Of detall Chromium| 70.4 // Chromium| 64.7 J Chromium| 58.4 J
Load 2700 Pz Lead 2070 Lead 1690
Mercury 1.0 / Mercury 0.87 Mercury 1.4
7 selenium| R // Selenium| R Selenium| R
/ silver | 3.1 / silver | 3.7 silver | 1.6 8

v
/
/
DM-2-10W 4 DM-2-10E
PCBs 10. PCBs 48.0
Arsenic 21.4 Arsenic 69.1
Bar‘it‘Jm 309 J DM-2-5W Barium 1120 J
Cadmium | 1.4 Cadmium | 3.2
Chromium| 138 J PCBs 10. -
2 ch 67.2 J
Lead 1150 Arsenic 24.0 DM-2-5E Le:;mlum 1590
Mercury 1.2 Barium 1710 J PCBs 14.0 Mercury | 4.5
Selenium| R Cadmium 41.9 Arsenic 27.5 Selenium!| R
Silver 1.4 8 Chromium| 37.6 J Barium 319 J silver 2.8
Lead 12,800 Cadmium 1.9
Mercury 1.7 Chromium | 48.6 J
Selenium| R Lead 1910
8ilver 3.2 , .
DM-2-58 | parotry | =*
Selenium| R
PCBs 75.0 Silver 1.3 B
Arsenic 20.1 .
Barium 744 J Note:
. Cadmium 5.6 :
DM-2-108 sy | PCB and metal concentrations are expressed
PCBS 8.10 Lead 14500 in parts per million (ppm).
Arsenic 7.2 Mercury 3.4
Barium 17 J Selenium| R "J" data qualifier indicates an estimated value.
Cadmium 0.94 B silver 2.2
Chromium | 17.6 J "B" data qualifier indicates results are between
;:::ury ;22"9’ the instrument detection limit and the contract
Salariiml B required detection limit.
Silver 0.37 B o T "
"R" data qualifier indicates the data were rejected.
RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY
DM-2-10N RST sampling locations
30 O 30 60 F eet @ p g ‘Q’E“sé"é’f'”ﬁm' T US ENVIRONMENTAL PROTECTION AGENCY
" . PROGRAMS DIVISION REMOVAL SUPPORT TEAM
T — 66.0 Contaminant concentration oG Teuice oy CONTRACT # 68 W-00-113
IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC., DRAWNBY: C. Metzger :
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND EPA ON-SCENE COORDINATOR: J. Cosentino
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC. RST SITE PROJECT MANAGER: P. Potvin
CILE DAOWOIDUANEMARAER




Area of detail: ‘

0 30 60 Feet

DM-2-5N |
PCBs 49.0
Arsenic 25.2
Barium 332 J

Cadmium 2.4
Chromium| 70.4 J
Lead 2700
Mercury 1.0
Selenium| R
S8ilver 3.1

DM-2-10W

PCBs 10.

Arsenic 21.4

Barium 309 J DM-2-5W

Ccadmium 1.4

Chromium| 138 J PCBs 10.

Lead 1150 Arsenic 24.0

Mercury 1.2 Barium 1710 J

Selenium| R Cadmium 41.9

Silver 1.4 8B Chromium| 37.6 J
Lead 12,800
Mercury te?
Selenium| R
Silver 3.2

DM-2-10N

{ PCBs

66.0

[ |Arsenic 24.6

Barium 244 J
Cadmium 1.9
Chromium | 71.7 J

Lead 1730

Mercury 1.0

Selenium| R

Silver 1.4 B
/

DM-2-108

PCBs 8.10
Arsenic 7.2
Barium 117 J
Cadmium 0.94 B
Chromium | 17.6 J

Lead 1220
Mercury 0.59
Selenium| R

Silver 0.37 B

-
DM-2-58
PCBs 756.0
Arsenic 20.1
Barium 744 J
Cadmium 5.6
Chromium | 45.2 J
Lead 14500
Mercury 3.4
Selenium| R
Silver 2.2

DM-2-10N. RST sampling locations
66.0 Contaminant concentration

DM-2-C DM-2-C (Dup)
/ PCBs 30.0 PCBs 73.0
/ Arsenic 46.6 Arsenic 23.1
/ Barium 495 J Barium 239 J
// Cadmium 1.9 Cadmium 2.2
/ Chromium | 64.7 J Chromium| 58.4 J
/ Lead 2070 Lead 1690
Mercury 0.87 Mercury 1.1
Selenium| R Selenium| R
Silver 3.7 Silver 1.6 B
DM-2-10E
. |PCBs 48.0
Arsenic 69.1
Barium 1120 J
Cadmium 3.2
DM-2-5E Chromium| 67.2 J
Lead 1590
PCBs 14.0 Mercury | 4.5
Arsenic | 27.5 Selenium| R
Barium LI 8ilver 2.8
Cadmium 1.9
Chromium | 48.6 J
Lead 1910
Mercury 1.8
Selenium| R
Silver 1.3 B

Z

Note:

PCB and metal concentrations are expressed
in parts per million (ppm).

"J" data qualifier indicates an estimated value.
"B" data qualifier indicates results are between

the instrument detection limit and the contract
required detection limit.

"R" data qualifier indicates the data were rejected.

i

i RST SAMPLE LOCATIONS
DUANE MARINE SITE

PERTH AMBOY, NEW JERSEY

Restonng 2essurce | Mciercy

Weston Solutions, Inc.
FEDERAL PROGRAMS DIVISION

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin
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Area of detail:

30 0 30 60 Feet
e

DM-2-10W

PCBs 10.

Arsenic 21.4

Barium 309 J DM-2-5W

Cadmium 1.4

Chromium| 138 J PCBs 10.

Lead 1150 Arsenic 24.0

Mercury 5 Barium 1710 J

Selenium| R Cadmium 41.9

Silver 1.4 B Chromium| 37.6 J
Lead 12,800
Mercury y 5 4
Selenium| R
Silver 3.2

DM-2-5N |
PCBs 49.0
Arsenic 25.2
Barium 332 J
Cadmium 2.4
Chromium| 70.4 J
Lead 2700
Mercury 1.0
Selenium| R
Silver 3.1

DM-2-10S

PCBs 8.10

Arsenic 7.2

Barium 117 J

Cadmium 0.94 B

Chromium| 17.6 J

Lead 1220

Mercury 0.59

Selenium| R

8ilver 0.37 B

DM-2-10N RST sampling locations

66.0

Contaminant concentration

DM-2-10N
PCBs 66.0
Arsenic 24.6
Barium 244 J
cadmium 1.9
Cchromium| 71.7 J
Lead 1730

Mercury 1.0
Selenium| R
Silver

1.4 B

/ r/"// PcBs 48.0
Arsenic 69.1

DM-2-5S8
PCBs 75.0
Arsenic 20.1
Barium 744 J
Cadmium 5.8
Chromium| 45.2 J
Lead 14500
Mercury 3.4
Selenium| R
Silver 2.2

DM-2-C DM-2-C (Dup)

PCBs 30.0 PCBs 73.0
Arsenic 46.6
Barium 495 J Barium 239 J

Cadmium 1.9
Chromium
Lead 2070 Lead 1690
Mercury 0.87
Selenium| R

Silver 3.7

Arsenic 23.1

Cadmium 2.2
64.7 J Chromium| 58.4 J
Mercury 1.1
Selenium| R
Silver 1.6 B

DM-2-10E
Barium 1120 J
Cadmium 3.2
DM-2-5E Chromium| 67.2 J
Lead 1590
PCBs _ 14.0 Mercury 4.5
Arsenic 27.5 Satentumil IR
Barium 319 J iver 2.8
Cadmium 1.9
Chromium | 48.6 J
Lead 1910
Mercury 1.8
Selenium| R
Silver 1.3 B

=

Note:

PCB and metal concentrations are expressed
in parts per million (ppm).

"J" data qualifier indicates an estimated value.

"B" data qualifier indicates results are between
the instrument detection limit and the contract
required detection limit.

"R" data qualifier indicates the data were rejected.

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

Weston Solutions, Inc.
FEDERAL PROGRAMS DIVISION

Restoring 2esource | Miciercy

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin

FLE DIDWCIDUANEMAR APR




Area of detail:

DM-2-5N

Arsenic |
Barium
cadmium
chromium|
Lead

Méroury | 1
Selenium| R
Silver 3

DM-2-10W
PCBs 8.60
Arsenic | 21.4
Barium | 309V
Cadmium 1.8"
Chromium| 188 J
Lead 1150
Mercury | 1.2
Selenium| R
silver 1.48

‘\-/.
DM-2-5W

2— {2,800

DM-2-10N

Arsenic | 24.6
Barium | 244 J
cadmium | 1.9
Chromium| 71.7 J°
Lead 1730
‘Mercury | 1.0
Selenium| R
{8ilver | 1.4 B

'\ DM-2-5E

DM-2-108
Argenic | 7.2
Barium | 117 J
\cadmium | 0.94 B
[Chromium | 17.6 J
Lead 1220
\Mepcury | 0.59
Selenium| R
silver | 0i87 B

DM-2-58

Arsenic | 20.1
Bapdum 744"y
cadmium | 5.6
Chromium| 45.2 J

Lead | 14500
MeFeURy | eLa
Selenium| R

Silver | 2.2

DM-2-10N RST sampling locations
Contaminant concentration

DM-2-C DM-2-C (Dup)
poss | 0.0 lcss | 780
» | 46.6 Arsenic | 28.1
Barium | 495U | |arium | 289y
cadmitm | Hve™ | [Cadmitm | eve
chromium| 64.7 J | |Chromium| 58.4 J
Lead | 2070 ead | 1690
Mercury | 0.87 | |Mercury | 1.1
Selenium| R Selenium| R
silver | 8.7 Silver | 1.6 B
DM-2-10E
Arsenic | 69.1 . /
Barium | 1120007
cadmium | 3.2
Chromium| 67.2 J
- , Lead | 1590
ey .”',' Mercury | 4.5¢
‘,"fj 27.5 Selenium| R
Bardum 4 819"y silver | 2.8
dmium 1.9
Chromium | 48.6 J
Lead | 1910
Mercury | 1.3
Selenium| R
Silver e

=

Note:

PCB and metal concentrations are expressed
in parts per million (ppm).

"J" data qualifier indicates an estimated value.
"B" data qualifier indicates results are between
the instrument detection limit and the contract

required detection limit.

"R" data qualifier indicates the data were rejected.

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

Waeston Solutions, Inc.

FEDERAL PROGRAMS DIVISION

Wesonng tesource | hciercy

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 638-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin

FLE D DWODRUANCMARARR,




Area of detail:
20 20 40 Feet
— T —— |

DM-3-5W

Selenium

DM-3-10W

lercury
Selenium

DM-3-10N - RST sampling locations
0200 Contaminant concentration

Selenium

s

DM-3-10E

DM-3-5N
Ars
i
y
Selenium| R
®
F
DM-3-58

Selenium

Selenium

DM-3-108

Mer
Selenium
S ¢

R

Note:

PCB and metal concentrations are expressed
in parts per million (ppm).

"J" data qualifier indicates an estimated value.
"B" data qualifier indicates results are between
the instrument detection limit and the contract
required detection limit.

"R" data qualifier indicates the data were rejected.

RST SAMPLE LOCATIONS
DUANE MARINE SITE
PERTH AMBOY, NEW JERSEY

Weston Solutions, Inc

US ENVIRONMENTAL PROTECTION AGENCY

FEDERAL PROGRAMS DIVISION REMOVAL SUPPORT TEAM

Restonng 2esource | iclercy

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. Cosentino

RST SITE PROJECT MANAGER: P. Potvin




Z

DM-3-10N

Approximate location

of large metal tank \

DM-3-10W _—
35.0 ppm

0.200 ppm

DM-3-5N
0.062 ppm

DM-3-C
/ 0.490 ppm

|/ //DM-3-5E
/ 12.0 ppm

. 1/

DM-3-10E
& —23.0ppm

DM-3-58
35.0 ppm

DM-3-108

Approximate location

of tanker trailer \

94.0 ppm

DM-2-10N
66.0 ppm

DM-2-C / DM-2-CD (Duplicate)

e DM-2-5E
°/ 14.0 ppm
DM-2-10W DM-2-10E
8.60 ppm \ 48.0 ppm
°
7 ! N pmass
DM-2-5W - ] 75.0 ppm
T8 DM-2-10S
8.10 ppm
a RST sampling locations
Polychlorinated biphenyl concentrations 10 0 10 20 30 40 50 Feet
7.90 ppm in parts per million (ppm) m
J/N/ Concrete wall
RST SAMPLE LOCATIONS
DUANE MARINE SITE

PERTH AMBOY, NEW JERSEY

Resiunng wscurce SMfisiency

Weston Solutions, Inc.
FEDERAL PROGRAMS DIVISION

IN ASSOCIATION WITH RESOURCE APPLICATIONS, INC.,
INNOVATIVE TECHNOLOGICAL SOLUTIONS, INC., AND
SCIENTIFIC AND ENVIRONMENTAL ASSOCIATES, INC.

US ENVIRONMENTAL PROTECTION AGENCY

REMOVAL SUPPORT TEAM
CONTRACT # 68-W-00-113

DRAWN BY: C. Metzger

EPA ON-SCENE COORDINATOR: J. C

RST SITE PROJECT MANAGER: P. Potvin

FILE: DADWG\DUANEMAR.APR
SRR




